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FALCON GAUGE Light Weight Altimeters feature a  non-sensitive 
altimeter in 3-1/8”, single pointer, and a barometric window. A setting 
knob allows the pilot to set the barometric reading  to  the correct  
field elevation or barometric pressure setting. They are weight  con-
servative, economical, yet very precision and accurate instruments 
that  provide excellent altitude  measuring capabilities; designed for 
ultra light airplanes.  
 
Standard types are available in feet reading with barometric window 
inches of mercury or millibars reading; or meters reading with baro-
metric window millibars reading.  

 Size  Model No    Length Range   Weight 

3-1/8” ALTN6INF-3 2-3/8” / 56mm                6,000 Ft / 12,000 Ft Inches 10.7oz / 304g 

3-1/8” ALTN10INF-3 2-3/8” / 56mm                10,000 Ft / 20,000 Ft  Inches 10.7oz / 304g 

3-1/8” ALTN6MBF-3 2-3/8” / 56mm                6,000 Ft, Millibars  10.7oz / 304g 

3-1/8” ALTN10MBF-3 2-3/8” / 56mm                10,000 Ft, Millibars 10.7oz / 304g 

3-1/8” Non-Sensitive 

Single Pointer, and a barometric window. A setting 
knob allows the pilot to set the barometric reading  to  
the correct  field elevation or barometric pressure 
setting. They are weight  conservative, economical, 
yet very precision and accurate instruments. It is suit-
able where space and weight is a consideration.  
 
This type is available in Feet or Meter reading, the 
baro-metric window can be either in inches of mer-
cury or in millibars reading. 

2-1/4” ALTN6INF-2 2-3/8” / 56mm                  5,500 Ft,  Inches 

2-1/4” ALTN10INF-2 2-3/8” / 56mm                10,000 Ft,  Inches 

2-1/4” ALTN1ME-2 2-3/8” / 56mm               1,000 Meters, Millibars 

2-1/4” ALTN3ME-2 2-3/8” / 56mm                3,000 Meters, Millibars 

2-1/4” ALTN6ME-2 2-3/8” / 56mm 6,000 Meters, Millibars 

3.6 oz / 104g 

3.6 oz / 104g 

3.6 oz / 104g 

3.6 oz / 104g 

3.6oz / 104g 

 Size  Model No    Length Range   Weight 

2-1/4” Sensitive Altimeter 


