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FALCON GAUGE True Airspeed Indicators 
have a sub-dial and window. The pilot can 
set  the dial to coincide the outside tem-
perature with the flight altitude for immedi-
ate and accurate true airspeed reference.  
It is a high precision airspeed indicator 
which makes for a nice feature and impres-
sion in an experimental aircraft cockpit. It 
also features all parts made with metal, 
aluminum case housing, short length and 
light weight. 
 
Range:  
Dual range - mph inside/knots outside    
      or            knots inside/mph outside 
Single range - mph or knots 
Size:      3-1/8” 
Length: 2.2” or 56.5mm 
Weight: 10.5oz or 301g.  
Optional:  
1. Internal lighting 14 or 28VDC  
2. Custom color range marking can be 

special ordered. 

Model No. Range  Lighting 

ASIT241MN-3 40-240 mph/ 210 knots  

ASIT241MN-3L 40-240 mph/ 210 knots lighted 

ASIT214NM-3 40-210 knots/ 240 mph  

ASIT214NM-3L 40-210 knots/ 240 mph lighted 

ASIT262MN-3 40-260 mph/ 220 knots  

ASIT262MN-3L 40-260 mph/ 220 knots lighted 

ASIT226NM-3 40-220 knots/ 260 mph  

ASIT226NM-3L 40-220 knots/ 260 mph lighted 

ASIT240M-3 40-240 mph  

ASIT240M-3L 40-240 mph lighted 

ASIT260M-3 40-260 mph  

ASIT260M-3L 40-260 mph lighted 

ASIT210N-3 40-210 knots  

ASIT210N-3L 40-210 knots lighted 

ASIT220N-3 40-220 knots  

ASIT220N-3L 40-220 knots lighted 


